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CLAIMS 

2 1. A pour cap with a tamper indicator, having cap (1) 

3 mountable on a neck (2) defining a passage (3) for blocking the 

4 passage, the cap having a wall (6) and with complementary 

5 interengaging formations on the cap and neck that are engaged 

e together when the cap is mounted on the neck in order to inhibit 

7 movement of the cap in a direction against the mounting direction, 

s the formation on the cap being provided in at least one wall part 

9 (11) cut out of the cap wall and having at its angularly opposite 

10 ends respective webs (12 and 13) connecting it to the cap wall, the 

11 web (12) being frangible, characterized in that the interengaging 

12 formations include a projection on the cut-out wall part (11) that 

13 is engageable underneath a rim (7) of the neck. 

1 2. The tamper- indicating pour cap according to claim 1, 

2 characterized in that the projection (10) extends angularly 

3 generally the full length of an upper edge (16) of the wall part. 

1 3. The tamper-indicating pour cap according to claim 1, 

2 characterized in that both webs (12 and 13) are frangible. 

1 4. The tamper-indicating pour cap according to claim 1, 

2 wherein one of the webs (12 and 13) is not frangible. 
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1 5. The tamper-indicating pour cap according to one of 

2 the preceding claims, characterized in that the wall part (11) has 

3 a lower edge (14) that is generally aligned with a lower edge (15) 

4 of the cap wall (6). 

1 6. The tamper-indicating pour cap according to one of 

2 the preceding claims, characterized in that the projection (14) is 

3 connected via a reduced- thickness connecting web (17) with the wall 

4 part (11) . 

1 7. The tamper- indicating pour cap according to one of 

2 the preceding claims, characterized in that the projection (10) has 

3 an upwardly and inwardly directed lower face (19) and an upper face 

4 with a part (18) near a free end of the projection that is 

5 generally parallel to a radially extending lower face (9) of the 
e rim ( 7 ) . 

1 8. The tamper- indicating pour cap according to one of 

2 the preceding claims, characterized by a part (20) provided on an 

3 outer side of the wall part (121) and forming part of a two-part 

4 stabilizing assembly whose second part is provided on a tool for 

5 machine mounting of the cap on the neck in order to hold the wall 

6 part during mounting in a predetermined position. 
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